TECHNICAL DATA SHEET

VSMH32-50-G1

Technical Data

Type VSMH32-50-G1

Type of Solar Cell Mono-crystalline, 158.75mmx158.75mm
Number of Cells 32 pcs

Size of module 500x680x30mm (158.75x52.9mm cell)
Module, Weight 4.2 kg

Connector / Cross-Section Junction Box
Cables, Length (+/-)

Front Cover Glass

Customizable
Safety Glass
Front Cover Glass, Thickness 3.2 mm

Frame Anodized Aluminium

Electrical Data

Maximum Power Pmpp st 50 W
Power Tolerance T + 3%
Maximum Power Voltage Uwmpp sTc 18.2V
Maximum Power Current IMpP sTC 2.76 A
Open Circuit Voltage Uoc sT1c 21.68V
Short Circuit Current lsc sTe 3.1A
Cell Efficiency NsTC 21.6%
Maximum System Voltage Ubc 1000 V

STC: Irradiance 1000 W/m?; Spectrum AM 1.5; Cell Temperature 25°C, Wind 0 m/s
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Temperature Coefficients

Power Coefficient ak (Pmpep) —0.50+0.05%/K
Voltage Coefficient Bk (Uoc) =10, 35 0L0H Yol
Current Coefficient @) 0.065+0.015%/K

Power Warranty

10 years performance warranty to 90 %
25 years performance warranty to 80 %
o years warranty against production and material defects

Certifications

IEC 61215, IEC 61730 ,TUV, CE, 1SO9001:2000

WWW.ATLANTICCES.COM | 888.900.1581 | SALES@ATLANTICCES.COM
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TECHNICAL DATA SHEET

VSMH36-100-G1

Technical Data

Type VSMH36-100-G1

Type of Solar Cell Mono-crystalline, 158.75mmX< 158.75mm
Number of Cells 32 pcs

Size of module 790x680x30mm (158.75X79 mm cell)
Module, Weight 4 kg

Connector / Cross-Section Junction Box

Cables, Length (+/-) Customizable

Front Cover Glass Safety Glass

Front Cover Glass, Thickness 3.2 mm

Frame Anodized Aluminium

Electrical Data

Maximum Power Pmpp st 100 W
Power Tolerance T + 3%
Maximum Power Voltage Uwmpp sTc 20.5 V
Maximum Power Current IMpP sTC 4.87A
Open Circuit Voltage Uoc sT1c 23.68V
Short Circuit Current lsc sTe 3.37A
Cell Efficiency NsTC 22.00%
Maximum System Voltage Ubc 1000 V

STC: Irradiance 1000 W/m?; Spectrum AM 1.5; Cell Temperature 25°C, Wind 0 m/s
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Temperature Coefficients

Power Coefficient ak (Pmpep) —0.50+0.05%/K
Voltage Coefficient Bk (Uoc) =10, 35 0L0H Yol
Current Coefficient @) 0.065+0.015%/K

Power Warranty

10 years performance warranty to 90 %

25 years performance warranty to 80 %

o years warranty against production and material defects

Certifications

IEC 61215, IEC 61730 ,TUV, CE, 1SO9001:2000

WWW.ATLANTICCES.COM | 888.900.1581 | SALES@ATLANTICCES.COM
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TECHNICAL DATA SHEET A@
VSMH32-150-G1 e

680 30 5
Technical Data T i S
Type VSMH32-150-G1 5
Type of Solar Cell Mono-crystalline, 158.756mmx158.75mm °
Number of Cells 32 pcs : o
Size of module 1200x680x30mm (158.75x140mm cell) i
Module, Weight 11 kg < '
Connector / Cross-Section Junction Box E
Cables, Length (+/-) Customizable =
Front Cover Glass Safety Glass ~
Front Cover Glass, Thickness 3.2 mm
Frame Anodized Aluminium " I [
19 Iz 158,75 b i
Electrical Data Temperature Coefficients
Maximum Power =l L 150 W Power Coefficient ax (Pwpp) —0.50F+0-05%/K
Vol fficien oc =035 =0.01%/K
Sower Tolerance o £ 3 oltage Coe !c!e t Bk (Uqc) 0.35+0.01%/
Current Coefficient Dy (lge) 0.0651:0.015%/K
Maximum Power Voltage Uwmpp sTc 18.2V
Maximum Power Current IMPP sTC 8.24A Power Warranty
Open Circuit Voltage 1l 71 68V 10 years performance warranty to 90 %
S 25 years performance warranty to 80 %
Short Circuit Current lsc sTc 8.8A . . .
o years warranty against production and material defects
Cell Efficiency NsTC 21.4%

Maximum System Voltage ~ Upc 1000 V Certifications

STC: Irradiance 1000 W/m?; Spectrum AM 1.5; Cell Temperature 25°C, Wind 0 m/s Ol e S 0N

TUV

WWW.ATLANTICCES.COM | 888.900.1581 | SALES@ATLANTICCES.COM




TECHNICAL DATA SHEET Aﬁ Yo cotar

ATLANTIC CLEAN ENERGY SUPPLY LLC

VSM36-200-G1 N wecsssscsuessns el ol

Technical Data it :

Type VSM36-200-G1

Type of Solar Cell Mono-crystalline, 158.75x158.75mm -

Number of Cells 36 pcs -

Size of module 1500x680%x35mm (158.75x158.75mm cell)

Module, Weight 12 kg E_E ; .

Connector / Cross-Section Junction Box

Cables, Length (+/-) Customizable =

Front Cover Glass Safety Glass 9

Front Cover Glass, Thickness 3.2 mm

Frame Anodized Aluminium " E 630 T

Electrical Data Temperature Coefficients

Maximum Power o 200W Power Coefficient ak (Pmpp) —0.50F+0-05%/K
Vol ffici oc =035 =0.01%/K

Sower Tolerance A 3% oltage Coe fc!ent Bk (Uqc) 0.35+0.01%/
Current Coefficient Dy (lge) 0.0651:0.015%/K

Maximum Power Voltage Uwmpp sTc 21.4V

Maximum Power Current IMPP sTC 9.34A Power Warranty

Open Circuit Voltage - 23 .86V 10 years performance warranty to 90 %

S 25 years performance warranty to 80 %

Short Circuit Current lsc sTc 9.99A . . .
o years warranty against production and material defects

Cell Efficiency NsTc 22.4%

Maximum System Voltage Ubc 1000 V Certifications

STC: Irradiance 1000 W/m?; Spectrum AM 1.5; Cell Temperature 25°C, Wind 0 m/s Ol e S 0N

TUV

WWW.ATLANTICCES.COM | 888.900.1581 | SALES@ATLANTICCES.COM
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